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Door / Frame Schedule 30f8
Job Number: 5049 Modifications To Water Treatment Facility 2/15/2013
LOCATION & GENERAL OPENING INFO FRAME DATA DOOR DATA
Door# Location Qty Label Opening Hand Series / Jamb Ga Material / Hd Anch Prof Elev Series / Width / | Thk Material / Ga Core Elev | Ucut | Hdwe | Door
Size/Tvpe Tvpe Depth Finish Tvpe Height Finish Set | Edae
101-1 Treatment 1 3-0X7-0 LHR Masonry 71/8 14 | Galvanneal | 4" | MTEE | MER F1 HM Door |3-0 X 7-0| 13/4 | Galvanneal 16 Steel Stiff D1 3/4 01 S
Room Exterior Full Weld Primed Primed
101-3 Treatment 1 3-0X7-0 RHR | Masonry 7118 14 | Galvanneal | 4" | MTEE | MER F1 HM Door |3-0 X7-0| 13/4 | Galvanneal 16 Steel Stiff D1 3/4 01 S
Room Exterior Full Weld Primed Primed
102-1 Clorite Stor 1 90 Min 3-0X7-0 LHR Masonry 71/8 14 | Galvanneal | 4" MTEE | MER F1 HM Door |3-0 X7-0| 13/4 | Galvanneal 16 Steel Stiff D1 3/4 01 S
Room Exterior Full Weld Primed Primed
104-1 Electrical 1 3-0 X8-0 LHR Masonry 71/8 14 | Galvanneal | 4" | MTEE | MER | F1-1 HM Door |3-0 X 8-0| 13/4 | Galvanneal 16 Steel Stiff D1-1 | 3/4 4 S
Room Interior Full Weld Primed Primed

Total Door Count: 4

Door Edge Codes
S - Seamless

Profiles
MER - Masonry Equal Rabbet

Anchors
MTEE - Masonry Tee Anchor

Total Frame / Window Count: 4
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Job Number: 5049 Modifications To Water Treatment Facility 2/15/2013

Elevation: D1
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Door Size: Door Size: 3'0” x 7'0” (nominal)
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Job Number: 5049 Modifications To Water Treatment Facility

Frame Anchors Used On This Job:

MTEE SSA
Masonry Tee Steel Stud

Anchor Anchor



ABCO STEEL DOOR P (r1aysna- o505

STEEL STIFFENED DOOR

CLOSER
REINFORCEMENT

22GA. RIBS AS PER
UL SPECIFICATION

16 GA TOP CHANNEL

HINGE EDGE \

CORE

| POLYSTYRENE

FIBERGLASS

INSULATION
1 1/2" THK x 3lbs
DENSITY

LOCK EDGE

14, 16, 18, 20 GA
GALVANNEALED SKIN

16 GA TOP CHANNEL /
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ABCO STEEL DOOR Fax: (ri0y30- 5005

TYPICAL HOLLOW METAL WELDED FRAME

18,16,14 & 12 GAUGE GALVANNEAL A40

TRIM JAMB WIDTH TRIM N o
. [ DETAIL "B" OPTIONAL} TABS ON HEAD
il \/ INTERLOCK INTO
. HEAD !/ } - SLOTS IN JAMBS
5";, N [ / (2" STANDARD) WELDED
HINGE
TRIM FULLY WELDED
ALL WELDS EXPOSED
EQUAL TO VIEW ARE FILLED
+ AND GROUND SMOOTH
‘—
o
CIL OF o DETAIL "A"
HINGE | (| STRIKE =
‘- TYPICAL WELDED JOINT DETAIL
s FACE WELDED
o
-
EQUAL TABS ON HEAD
INTERLOCK INTO
SLOTS IN JAMBS
VARIES
HINGE
. . TRIM & FULL DEPTH
10" @ 4 1/2" HINGE OF FRAME FULLY WELDED
912" @ 5" HIJNGE

ALL WELDS EXPOSED

HINGE STRIKE
Jsame  ELEVATION  sams AL%\(gggU‘T\IHDESF!\IﬂL(IJ_S?'}-I
E DETAIL "B"
OPTIONAL WELDED JOINT DETAIL
SECTION FULL DEPTH

WELDED FRAMES GENERAL NOTES:
FRAMES ARE MORTISED, REINFORCED, DRILLED AND TAPPED IN OUR FACTORY FOR TEMPLATED MORTISED HARDWARE.
FRAMES ARE REINFORCED ONLY FOR SURFACE APPLIED HARDWARE, ALL DRILLING AND TAPPING TO BE DONE BY OTHERS.

MORTAR (PLASTER) GUARDS ARE PROVIDED FOR ALL HARDWARE MORTISES FOR FRAMES TO BE INSTALLED IN CONCRETE
OR MASONRY OPENINGS.

ALL WELDED FRAMES ARE FABRICATED WITH FLOOR ANCHORS AND WALL ANCHORS AS REQUIRED.

9/32" SILENCER ( MUTE ) HOLES ARE PROVIDED: SINGLE SWING 3 HOLES IN STRIKE JAMB
PAIR SWING 2 HOLES IN HEAD

ALL FRAMES ARE SHIPPED WITH A TEMPORARY STEEL SPREADER TACK WELDED TO THE BOTTOM OF EACH JAMB.
THIS SPREADER IS A SUPPORT USED FOR SHIPPING PURPOSES ONLY. THE STEEL SPREADER TO BE REMOVED AT
THE JOB SITE BEFORE INSTALLING FRAME.

U.L. LABELS WHEN REQUIRED ARE SPOT WELDED TO THE HINGE JAMB RABBET, BELOW THE TOP HINGE.
WHE?JNEE?RIJ“ISIEOUS HINGE IS REQUIRED THE U.L. LABEL WILL BE SPOT WELDED IN THE HEAD RABBET, NEAR
HE ;

FIRE RATED FRAMES EXCEEDING TESTED SIZE WILL BE FABRICATED TO OUR U.L. TESTED PROCEDURES;
CERTIFICATION OF OVERSIZED FRAMES AVAILABLE UPON REQUEST.

ALL FRAMES ARE FABRICATED FROM MILL PRIMED HOT DIPPED GALVANNEALED STEEL, ZINC TREATED MATERIAL IN
ACCORDANCE WITH ASTM A653 & A924 AND READY TO RECEIVE FINISH PAINTING BY OTHERS.
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